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Electric Notes

Backfill Specification

= Directly buried cables should be surrounded by cable sand installed to BS EN 13139 -
Aggregate size of 0/2mm to CAT 4. A 75mm layer should be placed on the bottom of
the trench and a further 75mm above the top of the cable.

Ducting and Marker Tape Specification

= Ducting should be black twin walled corrugated ridgiduct and should conform to
ENATS 12/24

Ducting should be used when taking cables across roads and into buildings
Ducts are shown on the drawing as a thick black line

Only one cable is allowed per duct

Electricity marker tape or tiles should be positioned 240mm beneath the finished
surface where cables are installed

Roman Catholic Church Of St Beneqiét

Electric Cable Min. Duct Inside Diameter
Single Phase 32mm
3 Phase Cable (HV or LV) 150mm

Service Sizes

All services cables to properties are single phase 35mm® Al Cable terminated in 100
amp cut out {except where specified).

Phase identification

For new colour convention mains, the connected phases will be shown as BR, BK, GY
Where BR = brown (red) / BK = black {yellow) / GY = grey {blue).

Material Specification

All cables, eguipment and construction method on this network are to be in
accordance with GBL documentation.
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Hunger Hill Farm

This plan shews apparatus awned by the BUUK Group. Any third party apparatus indicated an these
drawings is shewn for i i only. The i ion shewn on this plan is given without
warranty, the accuracy cannct be guaranteed. No liability of any kind whatscever is accepied by the
company. Safe digging practices, in accordance with HS{GM7, must be used to verify and establish the
aciual position of app This plan is duced by the i af Ord Survey on behalf of
HMEO & Crown copyright and database right 2007, All rights reserved Ordnance Survey Licence number
0100021063,

‘When apparaius have been laid it b ihe ibility of the developer io ensure it is suitably
proiecied, therefore backfiling should be carried oul as soon as possible. Replacement and repair of

il ing adrming: ive costs will be fully recharged to the developer. It will be the
developer's responsibility to recover the costs from the third pariies.

Dorey's Coppice

This electic network design has been carmied out by
Design Engineer, GTC, Waalpit Business Park, Bury St Edmunds, Suffelk, IP30 9UP

. o All cables and equipment used on this design are 1o be in accordance with GB1 standards
Hunger Hill Coppice quipm gn
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